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Mounting instruction
Art.no. 079445

Door closing weight 2kg kit 

602360          

specialised persons*.
When mounting all corresponding safety regulations and the required safety 
measures for the mounting of lifts are to be considered.

Safety advice

Scope of delivery:

1 pc. Door closing weight 2kg with eye screw
1 pc. PP-cord black 3mm, 4m

1 pc.  Angle 55x42mm
1 pc. Angle for roller fastening       
1 pc. Angle 80x80x40 (fall protection for the closing weight)

3 pcs. Angle 70x36
3 pcs. Angle 120x45
3 pcs. Extension sheet plate 100x40   
 
1 pc. Plastic tube M40 1m, part 1 with collar 
1 pc. Plastic tube M40 1m, Teil 2 without collar    
3 pcs. Clamping clip M40

1 pc. Bag with small parts 01 for the tube fixation
1 pc. Bag with small parts 02 for the roller and cord fixation

Intended use:
The door closing weight is only suitable for retrofitting on exisiting lift landing doors.
It serves to implement the specification of EN 81-20 5.3.9.3.4:
In the case of landing doors operated by the car door, a device (spring or weight) has to ensure that the landing 
door closes when, for whatever reason, it is opened when the car is outside the unlocking zone.

*Specialised person (corresponding to EN81-20):
A person who has been trained accordingly and disposes of expertise based on knowledge and experience, and who is equipped with 
the necessary instructions to be able to safely effect the required maintenance or control of the lift, or the rescue of passengers.
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Mounting:
When mounting the door closing weight, the conditions on site are decisive for the way of installation. Various 
mounting possibilities can be realised. 
In general the following rules must be observed:
- The cord has to be fixed at the slide mechanism of the fast door leaf.
- The cord must not rub over sharp edges.
- The weight must always be guided through the tube. In the end positions, up to 1/3 of the length of the weight 
may be visible.
- The tube should be only as long as the way the weight is moved.

If the cord tears or becomes loose, the weight must not fall into the shaft. It is therefore 
imperative that there is a possibility of impact under the tube. This can also be e.g. a part of the 
door sill. If this is not possible, the supplied mounting angle has to be attached.

General operating mode:

Diverter pulley on mounting angle,
different fixation possibilities

Fixation of the cord at the 
landing door carriage

PP cord 3mm

Door closing weight 2kg

Guide tube 40mm for door closing weightFixation for 
guide tube

Impact angle (to protect the weight from falling)
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Detailed roller fixation:
The roller is mounted by means of the bolt, washers and  
the splint. All parts are in bag 02.

The roller angle is fix either at the shaft wall or at the door header 
of the corresponding landing door. If need be, the mounting angle 
55x42 has to be used as well. The mounting position can be freely 
chosen.

Mounting examples

The cord must run straight 
into the roll.

The bolt must first 
be guided through 
the mounting angle. 
Otherwise running 
noises may develop.

The roller can also be mounted at the internal side of 
the angle. The exact mounting position depends on 
the local conditions.
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Cord fixation:
The cord is prepared at both ends by means of a rope thimble and a wire rope clamp. The weight is fastened at 
the thimble using a flat shackle. All parts are in bag 02.

Fixation of the rope thimble with a shackle at the slide mechanism of the fast door leaf.

Examples for the fixation of the roller angle
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Fixation of the guide tube:
The guide tube ist fixed at the shaft wall or the door frame by means of the clamping clip. 
All small parts are in bag 01.

The length of the tube depends on the distance the carriage has to 
cover. In the end positions, up to 1/3 of the length of the weight may 
be visible. If necessary both 1m pieces must be put together. When 
using max. 1m tube, two wall fixations are sufficient.

If the cord tears or becomes loose, the weight must not fall into the shaft. It is therefore 
imperative that there is a possibility of impact under the tube. This can also be e.g. a part of the 
door sill. If this is not possible, the supplied mounting angle has to be attached.

Impact angle

The weight hits the door sill: 
Impact angle is not needed.

Mounting with extension plate

When the door is closed, the weight may be max. 5cm away 
from the impact possibility.

max. 5cm 
distance

Mounting on the small angle
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Manufacturer:
W+W Aufzugkomponenten GmbH u. Co.KG
Erkrather Straße 264-266
40233 Düsseldorf
Germany

Mounting examples

Final check:
- The door closes automatically until the door latch engages.
- For big and heavy doors a heavier weight may be necessary in individual cases (please contact W+W).
- The door motor can open the door completely (reduce weight if necessary).
- The weight cannot fall into the shaft if the cord tears.

Wartungshinweis:
- Check the distance between the weight and the impact angle. If necessary, the cord must be shortened.


